
 

 

  

 

 

 

 

 

 

   

 

 

 

 
 

               

 

 

 

                                                  

 

 

 

 

NSR’s new generation of Chart Plotter:

- Chart + AIS Display + GNSS Navigator, 3 in 1

- Meet the IMO regulation and IEC standards

- Touch screen operation 

- Android system

- Easy to upgrade

NES-3010GCHART PLOTTER

 NES-3010G is designed for vessel navigational aid, which can work together with AIS, to provide GNSS navigator aid and 

AIS presentation, and also can work alone as a GNSS navigator. 

 NES-3010G conforms to the international standards, such as IMO MSC.112 (73)，IEC 61108-1, etc.



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

※ Specifications subject to change without notice

www.nsrmarine.com※ Specifications subject to change without notice

 OS:                     Android

 LCD DISPLAY:        Touch screen operation

- Size:                     10.1 inch

- Resolution:               1280×800 

 Interface:             RS232×1, USB×1 (NES-3010)

                        RS422×2, USB×1, ANT×1 (NES-3010G)

 Power Supply:        DC 24 V (range 9 V ~ 36 V)

 Size:                   189.8 (H)  321.3 (W)  100.6 (D) mm (Plotter)

 Weight:                 4 kg (Plotter)

 Operating Temperature:   -20℃~+55℃ (Plotter), -40°C ~ +55°C (Antenna)

 IP Grade:               IP22 (Plotter), IP66 (Antenna)

IP66 (Antenna)

  

  



 STANDARD (INDEPENDENT PLOTTER)

- Plotter NES-3010G 1 pc

- GNSS Antenna NGA100 1 pc

- Accessories 1 set

 STANDARD (PLOTTER USED WITH AIS)

- Plotter NES-3010 1 pc

- Accessories 1 set

SPECIFICATIONS EQUIPMENT LIST

SYSTEM DIAGRAM

SIZE DIMENSION

GNSS AntennaPlotter
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